
Identify Measuring 
Equipment 

• ORNL Facility Service 
Center (FSC), Asset 
Management 

• Non-FSC, SPRUCE 
equipment tracking 

Calibration 
Decisions 

SPRUCE - User Calibration 

Calibration 
Organization 

SPRUCE –  
No Recurring  
Calibration 

User Calibration Method: 
• Frequency/recall program 
• Accuracy 
• Standards 
• Calibration  steps 
• Calibration verification steps 
• Training 
• Documentation 

Calibration 
Results 

OK.   
AS-FOUND 
within limits. Out-of-

calibration 

Calibration 
Verification Results 

Out-of- 
calibration 

OK.  AS-FOUND 
within limits. 

Continue with equipment application 

When the measuring 
equipment cannot 
be calibrated or 
calibration verified. 
ACTIONS: 
• Document 

problem 
• Notify 

Instrument 
Custodian 

• Notify Data 
Manager*. 

Document Approach 

1)  AS-FOUND condition 
exceeds calibration 
limits. 
2)  When the measuring 
equipment cannot be 
calibrated.  
ACTIONS: 
• Document problem 
• Notify Instrument 

Custodian 
• Notify Data 

Manager*. 

June 12, 2014          * Notify the Data Manager when calibration problems will impact collected data. 

Calibration Method: 
• Frequency/recall program 
• Accuracy 
• Standards 
• Calibration steps 
• Training 
• Documentation 

Calibration 
Results 

OK.   
AS-FOUND 
within limits. 

1)  AS_FOUND 
condition exceeds 
calibration limits. 
2)  When the 
measuring 
equipment cannot be 
calibrated.  
ACTIONS: 
• Document 

problem 
• Notify Instrument 

Custodian 
• Notify Data 

Manager*. 

SPRUCE Implementation of ORNL Measuring Equipment Calibration Guidelines 

Out-of-
calibration 
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